
                                                    

LUBLAN AdBlue
                                                 Fluid for SCR systems

Product Description:
AdBlue converts harmful NOx into the exhaust of your diesel vehicle in harmless nitrogen and steam, thus 
significantly reducing emissions of nitrogen oxides (NOx) which are the main source of air pollution and 
smog in city centers.

Features and Benefits:
 Product made with demineralized water
 It is a product to be used only in diesel vehicles equipped with SCR technology to comply with the 

Euro Iv, Euro V and Euro VI regulations regarding the reduction of NOx emissions
 It must not be added to the diesel tank but to the special AdBlue tank.

Specifications and Approval:
Exceeds requirements: ISO 22241:2008

Typical properties:                               LUBLAN AdBlue   

Appearance Clear
Title, ISO 22241-2 Annex C 31,8 – 33,2
Freezing point, °C -11,5
Density @ 20°C, Kg/l, ASTM D-1298 1,087 – 1,093

Health and Safety:
The data related to health, safety and environmental protection are provided in the material safety data
sheets.

The above figures are those relating to normal manufacturing tolerances and do not constitute a specification.
AdBlue  Date Created: 18/01/2013  Last Edit: 17/05/2019
This data sheet and the information it contains is believed to be correct with specific reference to the date of printing. The accuracy or completeness of the data and
information contained in this publication are not binding in any way the responsibility of the company. The user has the obligation to evaluate and use products safely
and in accordance with all applicable laws and regulations currently in force. No statement made in this publication shall be construed as a permission, recommendation
or authorization given or implied to practice any patented invention without a license. The GL OIL S.P.A. can not be held responsible for any damage or injury resulting
from incorrect use of the product or of any lessening the recommendations or any risk arising from the nature of the material.
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