
                                                    

EP GREASE 2.5
                                                  Fats of general use

Product Description:
EP GREASE NLGI 2.5 is formulated with calcium soap, highly refined mineral oil and adhesive polymers.

Application:
Lubrication of sliding bearings, eccentric, guides, ropes, chains, pins, bushings, wheel hubs vehicles 
operating under average conditions; water resistance makes it particularly suitable for use in agriculture 
and in general in all cases of the presence of moisture. The field service temperature is between -20 ° C and
+ 100 ° C.

Features and Benefits:
 Good structural stability to ensure optimum lubrication during service
 High protection against rust and corrosion
 High protection against wear
 Excellent ability to adhere to metal surfaces even under high load conditions
 Excellent resistance to water washout

Typical properties:                            EP GREASE NLGI 2.5 

Thickener Calcium
Consistency NLGI 2.5
Appearance Smooth-textured
Poit Drop, °C, ASTM D-556 >140
Worked Penetration, 60 colpi a 25°C, dmm,  ISO
2137 260/290

Health and Safety:
The data related to health, safety and environmental protection are provided in the material safety data
sheets.

The above figures are those relating to normal manufacturing tolerances and do not constitute a specification.
EP GREASE NLGI 2.5 Date Created: 18/01/2013  Last modification: 17/05/2019
This data sheet and the information it contains is believed to be correct with specific reference to the date of printing. The accuracy or completeness of the data and 
information contained in this publication are not binding in any way the responsibility of the company. The user has the obligation to evaluate and use products safely 
and in accordance with all applicable laws and regulations currently in force. No statement made in this publication shall be construed as a permission, recommendation 
or authorization given or implied to practice any patented invention without a license. The GL OIL S.P.A. can not be held responsible for any damage or injury resulting 
from incorrect use of the product or of any lessening the recommendations or any risk arising from the nature of the material.
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